FusionSolar
Utility Smart PV Solution
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About Huawei

Huawei is a leading global provider of information and communications technology (ICT) infrastructure and smart devices.

With integrated solutions across four key domains - telecom networks, IT, smart devices, and cloud services - we are commit-
ted to bringing digital to every person, home and organization for a fully connected, intelligent world. Huawei's end-to-end
portfolio of products, solutions and services are both competitive and secure. Through open collaboration with ecosystem
partners, we create lasting value for our customers, working to empower people, enrich home life, and inspire innovation in
organizations of all shapes and sizes. At Huawei, innovation focuses on customer needs. We invest heavily in basic research,

concentrating on technological breakthroughs that drive the world forward.
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FusionSolar Smart PV Solution
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* According to TUV Technical Due Diligence Report in 220MW PV Plant



SUN2000-330KTL-H2
Smart String Inverter
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Max. Efficiency Smart Connector-level Smart Self-cleaning IP66
>99.0% Detection (SCLD) Fan (SSCF) Protection
MBUS Smart String-level Smart IV Curve Diagnosis Surge Arresters for
Supported Disconnection (SSLD) DC & AC
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Max. Efficiency
European Efficiency

Max. Input Voltage

Number of MPP Trackers

Max. Current per MPPT

Max. Short Circuit Current per MPPT
Max. PV Inputs per MPPT

Start Voltage

MPPT Operating Voltage Range
Nominal Input Voltage

Nominal AC Active Power

Max. AC Apparent Power

Max. AC Active Power (cosd=1)
Nominal Output Voltage

Rated AC Grid Frequency
Nominal Output Current

Max. Output Current
Adjustable Power Factor Range

Total Harmonic Distortion

Smart String-Level Disconnector(SSLD)
Anti-islanding Protection

AC Overcurrent Protection

DC Reverse-polarity Protection
PV-array String Fault Monitoring

DC Surge Arrester

AC Surge Arrester

DC Insulation Resistance Detection

AC Grounding Fault Protection

Residual Current Monitoring Unit

Display
USB
MBUS
RS485

Dimensions (W x H x D)

Weight (with mounting plate)

Operating Temperature Range

Cooling Method

Max. Operating Altitude without Derating
Relative Humidity

AC Connector

Protection Degree

Topology

SUN2000-330KTL-H2
Technical Specifications

Efficiency
299.0%
>98.8%
Input
1,500 V
6
65 A
115 A
4/5/5/4/5/5
550 V
500V ~ 1,500 V
1,080 V
Output
300,000 W
330,000 VA
330,000 W
800V, 3W + PE
50 Hz / 60 Hz
216.6 A
2382 A
0.8 LG ..08LD
<1%
Protection
Yes
Yes
Yes
Yes
Yes
Type Il
Type Il
Yes
Yes
Yes
Communication
LED Indicators, WLAN + APP
Yes
Yes
Yes
General
1,048 x 732 x 395 mm
<112 kg
-25°C ~ 60 °C
Smart Air Cooling
4,000 m (13,123 ft.)
0 ~ 100%
Waterproof Connector + OT/DT Terminal
IP 66

Transformerless
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